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design zone maps are those identified
in part 3280 of this chapter.

(a) Wind zone. Manufactured homes
must not be installed in a wind zone
that exceeds the design wind loads for
which the home has been designed, as
evidenced by the wind zone indicated
on the home’s data plate and as further
defined by counties or local govern-
ments within affected states, as appli-
cable, in §3280.305(c)(2) of the Manufac-
tured Home Construction and Safety
Standards in this chapter.

(b) Roof load =zone. Manufactured
homes must not be located in a roof
load zone that exceeds the design roof
load for which the home has been de-
signed, as evidenced by the roof load
zone indicated on the home’s data plate
and as further defined by counties or
local governments within affected
states, as applicable, in §3280.305(c)(3)
of the Manufactured Home Construc-
tion and Safety Standards in this chap-
ter. Refer to §3285.315 for Special Snow
Load Conditions.

(¢c) Thermal zone. Manufactured
homes must not be installed in a ther-
mal zone that exceeds the thermal zone
for which the home has been designed,
as evidenced by the thermal zone indi-
cated on the heating/cooling certificate
and insulation zone map and as further
defined by counties or local govern-
ments within affected states, as appli-
cable, in §3280.504(b)(5) of the Manufac-
tured Home Construction and Safety
Standards in this chapter. The manu-
facturer may provide the heating/cool-
ing information and insulation zone
map on the home’s data plate.

§3285.104 Moving manufactured home
to location.
Refer to §3285.902 for considerations
related to moving the manufactured
home to the site of installation.

§3285.105 Permits, other alterations,
and on-site structures.
Refer to §3285.903 for considerations
related to permitting, other alter-
ations, and on-site structures.

§3285.202

Subpart C—Site Preparation

§3285.201 Soil conditions.

To help prevent settling or sagging,
the foundation must be constructed on
firm, undisturbed soil or fill compacted
to at least 90 percent of its maximum
relative density. All organic material
such as grass, roots, twigs, and wood
scraps must be removed in areas where
footings are to be placed. After re-
moval of organic material, the home
site must be graded or otherwise pre-
pared to ensure adequate drainage, in
accordance with §3285.203.

§3285.202 Soil classifications and
bearing capacity.

The soil classification and bearing
capacity of the soil must be determined
before the foundation is constructed
and anchored. The soil classification
and bearing capacity must be deter-
mined by one or more of the following
methods, unless the soil bearing capac-
ity is established as permitted in para-
graph (f) of this section:

(a) Soil tests. Soil tests that are in ac-
cordance with generally accepted engi-
neering practice; or

(b) Soil records. Soil records of the ap-
plicable LAHJ; or

(c) Soil classifications and bearing ca-
pacities. If the soil class or bearing ca-
pacity cannot be determined by test or
soil records, but its type can be identi-
fied, the soil classification, allowable
pressures, and torque values shown in
Table to §3285.202 may be used.

(d) A pocket penetrometer; or

(e) In lieu of determining the soil
bearing capacity by use of the methods
shown in the table, an allowable pres-
sure of 1,600 psf may be used, unless the
site-specific information requires the
use of lower values based on soil classi-
fication and type.

(f) If the soil appears to be composed
of peat, organic clays, or uncompacted
fill, or appears to have unusual condi-
tions, a registered professional geolo-
gist, registered professional engineer,
or registered architect must determine
the soil classification and maximum
allowable soil bearing capacity.
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